
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

Test Information 
Period of analysis 
From 1 October 2007 to 30 September 2008 
 
Data 
Information collected from Concrete Cornish Products including invoices 
and production records. 
LCA and EIA of product obtained from Trade association and published 
researches. 
Data to cover production of year ending 30 September 2008. 
 
Methods used 
LCA / environmental profile methods prescribed by the BRE (1999 and 
2000) 
Eco points calculated as per BRE publication of 2001 
 
Allocation 
98% of primary materials assessed by mass 
 
Boundaries 
Cradle to grave 
 
Comments 
Aggregates and sand are secondary products of china clay extraction and 
locally supplied. 
Sandwich panels only represent 4.01% of total site production. 
All products manufactured on one production site (Truro, UK) 
 
Life Cycle 
Well over the 60 years recommended life span of buildings in the UK  
 
 
 

 
 
 
 
 

Characterised data 
   

Issues Per ton installed Units 
   

Climate Change 266.0724 Kg CO2 eq. 
(100yr) 

Acid Deposition 1.8198 Kg SO2 eq. 

Ozone Depletion 0.00 Kg CFC11 eq.  

Pollution to Air:   

    Human toxicity 2.0684 Kg tox 

    Low level ozone creation 0.1726 Kg ethane eq. 
(POCP) 

Fossil Fuel Depletion and 
extraction 0.0392 Tonnes eq. 

Pollution to Water   

    Human toxicity 0.0006 Kg tox 

    Ecotoxicity 9,920.0936 M3 tox 

    Eutrophication 0.1862 Kg PO4 eq. 

Minerals extractions 0.0153 Tonnes 

Water Extraction 1,858.0309 Litres 

Waste disposal 0.8667 Tonnes 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

Normalised data 
   

Issues Per ton installed Units 
   

Climate Change 0.0082 Kg CO2 eq. 
(100yr) 

Acid Deposition 0.0015 Kg SO2 eq. 

Ozone Depletion 0.0000 Kg CFC11 eq.  

Pollution to Air:   

    Human toxicity 0.0016 Kg tox 

    Low level ozone creation 0.0002 Kg ethane eq. 
(POCP) 

Fossil Fuel Depletion and 
extraction 0.0012 Tonnes eq. 

Pollution to Water   

    Human toxicity 0.0007 Kg tox 

    Ecotoxicity 0.0005 M3 tox 

    Eutrophication 0.0009 Kg PO4 eq. 

Minerals extractions 0.0001 Tonnes 

Water Extraction 0.0002 Litres 

Waste disposal 0.0072 Tonnes 
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ECO POINTS 
 

0.02 

Notes on GREEN GUIDE rating 
 

Mtech Consult has assessed the likely rating of Cornish Concrete Products Ltd’s sandwich panels by comparing the 
Ecopoints obtained by this LCA, to BRE rating of the 4th edition of the “Green Guide for Specifications” (2009) for exterior 
walls and floors.  Based on this assessment, we are of the opinion that, if BRE were to evaluate wall and floor construction 

elements integrating Cornish Concrete Products Ltd’s sandwich panels, these elements would achieve a rating of B or 
better depending on the choice of exterior and interior finishes, or A+ when used as stand alone construction 

elements 


